
On a high grade ceramic body(aiuminium oxide) a metal glaze layer is screened.Depending on the composition
of the metal glaze different resistance values can be obtained. On both ends a contact is made in such a way
that optimum solderability is guaranteed. This is achieved by applying three layers. The resistive layer is 
covered with a protective coat.

Features
1. Miniature size can compact P.C. Board.
2. 8mm tape carrier packaging available for automatic surface mounting.
3. Excellent mechanical strength and electrical stability.
4. Reduce assembly costs.

Options
● Option 'AS' Anti-Surfurate, suitable for Automative industry, meet AEC - Q 200 test 

Test condition H2S 1000ppm 25°C

RH 90% 720 Hours

△R≦±1%

● Option'NM' Non-magnetic by copper plating on middle termination, suitable for medical 
equipment, MRI industry and Automotive industry
Non-magnetic chip resistors pass 3000 gauss magnetic detection

Dimensional Specifications

Dimensions : mm
L w a b T

RMC-02 0201 0.60 ±0.08 0.30 ±0.03 0.13 ±0.08 0.15 ±0.05 0.23 ±0.05
RMC-04 0402 1.00 ±0.10 0.50 ±0.005 0.20 ±0.10 0.25 ±0.10 0.35 ±0.05
RMC-06 0603 1.60 ±0.10 0.80 ±0.10 0.30 ±0.20 0.30 ±0.20  0.45 ±.0.10
RMC-10 0805 2.00 ±0.10 1.25 ±0.10 0.35 ±0.20 0.40 ±0.20 0.50 ±0.10
RMC-18 1206 3.10 ±0.20 1.55±0.10 0.50 ±0.25 0.50±0.25 0.55 ±0.10
RMC-20 1210 3.10 ±0.20 2.60 ±0.15 0.50 ±0.25 0.50±0.20 0.55 ±0.10
RMC-22 2010 5.00 ±0.20 2.50 ±0.15 0.60 ±0.25 0.50±0.20 0.55 ±0.10
RMC-24 2512 6.35 ±0.20 3.20 ±0.15 0.60 ±0.25 0.50±0.20 0.55 ±0.10
RMC-26 1812 4.50 ±0.10 3.00 ±0.10 0.55 ±0.10 0.80 ±0.10 0.55 ±0.10
RMC-28 1218 3.10 ±0.10 4.60 ±0.10 0.45 ±0.10 0.40 ±0.10 0.55 ±0.10
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Style



General Specification

*Resistances higher than 10M are available upon request 
*10" and 13" reels are available upon request 

Marking
RMC-06(0603) RMC-22(2010) RMC-10(0805) RMC-24(2512)
RMC-10(0805) RMC-24(2512) RMC-18(1206) RMC-26(1812)
RMC-18(1206) RMC-26(1812) RMC-20(1210) RMC-28(1218)
RMC-20(1210) RMC-28(1218) RMC-22(2010)

RMC-06(0603) RMC-04(0402)
EIA-96 RMC-02(0201)

marking

●  5% tolerance: 3 digits ● Plastic tape 7" reel, RMC-22/24/26/28:4K/reel
       First two digits are significant figure, ●  0603% : EIA-96 marking
       Third digit is number of zeros, Letter R is decimal point.
●  1% tolerance:4 digits, first three digits are significant figure, Letter R is decimal point.
●  0201 and 0402 no marking
● Standard packaging is 8mm tape reel per EIA481
● Paper tape 7"reel, RMC-02:10,000pcs or 15,000pcs, RMC-04:10,000pcs, RMC-06/18/ 20: 5,000pcs

EIA-96 Marking
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1%marking

1%marking

Value=12.4KΩ

Value=10KΩ Value=10KΩ

No Marking

5%marking



Characteristics

Soldering Temp. Curve

Parts Number System

AS 
Tolerance Options

RMC-02(0201) RMC-20(1210) Please refer to  F= ±1% R=Paper tape reel AS - 
RMC-04(0402) RMC-22(2010) marking J = ±5% K=Embossed plastic tape reel Anti-Surfurate
RMC-06(0603) RMC-24(2512) explanation on request B=Bulk bag NM - 
RMC-10(0805) RMC-26(1812) 000: Please refer to packaging Non-magnetic
RMC-18(1206) RMC-28(1218) Jumper 0 ohm explanation
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FR
Resistance

RMC-10
Size Standard Packing

1002


